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KaGenbHuit 3asoa "Meranom-/IoH" po3no4aB BiacHe BUPOOHHLTBO
ka0eTbHO-TIPOBITHIKOBOI npoaykuii y 2006 poui.

3a yac poOOTH Ha PUHKY MM 3apeKOMeHIyBamu cebe sK HamiiiHi

MapTHepH, sKi BHTOTOBISIOTH BHCOKOSKICHY mpoxaykuiro. I[Ipm
BHTOTOBJICHHI Ka0emro 1 JpOTIB MH BHKOPHCTOBYEMO Cy4acHe
MIBUIKICHE KaOenpHe OOmagHaHHA A OMEepPaTUBHOTO BHKOHAHHSA
3aMOBJIEHb HALIMX KIieHTiB-mapTHepiB. Hamy npoayxuiro mnoOpe
3HAIOTh 0arato BeJIMKHX KOMIIaHiil, sKi B CBOill isUIBHOCTI
BHKOPHCTOBYIOTb KaOenmbHO-TIPOBITHIKOBI BUpPOOH, o
MiATBEPKEHO cepTH(iKaTaMi BIAMOBIAHOCTI.

Ha cporomni "Meranom-/loH" 1e HiAnpuEMCTBO sike CTAOLIBHO
PO3BUBAETHCS, IHBECTYE y BIIaCHE BUPOOHUUTBO, 301IbIIyE 00 €M i
HOMEHKJIATypy BHUIYCKHOI MPOAYKLII Ta BIEBHEHO IMBUTHCA B
MaiOyTHe.

eganom-Don Cable Plant started its own production of cable and
onductor products in 2006.

ing our time in the market, we have established ourselves as
able partners that produce high quality products. When
ufacturing cables and wires, we use state-of-the-art high-speed
> equipment to fulfill orders of our partner clients promptly. Our
icts. are, well known to many large companies that uses
cond oducts in their activities, which is confirmed by
cates of ¢ ity.
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Appllcatlon.
CERPTUDIKAT This cable is su1table. for fe@nnection of
7 b | I electrical ~ machines @ household
BIAMOBIOHOCTI appliances, also for ge stallations in
CERTIFICATE OF CONFORMITY residential and office bui ‘ . For electrical
s systems of voltages 300 OV.

Cable structuj"'

Core oppeér core, round, stranded;
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Specifications:
Max. conductor temperature under load + 70 ° C; \
Operating temperature range - -25 ° C to + 402 C;

allation (bent) under temperature not than - i A
Ratedwoltage 380/400 V;
Test voltage of core a.c.:
0.75-1 m '
1.5-6 mm 2 - 2000 V;
Test voltage of cable - 2000 V;
Resistant to high humidity at 35 ° C to 100%;
Minimal cable lifetime (indoor installation) 25 years;

Nominal Cross-Section 05 075 1 25 6 10
n x mm?

Conductor DC Resistance at t 36 245 18,1 461 3,08 1,83
20 °C (Y/km) A
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